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SL Series

Configurations

Plug-in Silicon Surge Protection for 120VAC Applications
Ranging from Single to 6 Outlets with RJ 11 Phone/Data Protection

ISO9001 Certified

Actual Applications
Paging equipment

PCS equipment

E911 equipment

ISP equipment

330V

>700A

-30 º C to +65 º C

A3

50/60 Hz

<5 Nanoseconds

Voltage Protection Levels*

Surge Current Ratings**
8/20 µs

Operating Temperature

IEEE Location Category &
Exposure Rating**

Service Frequency

Response Time (Max.)

Nominal Service
Voltages

SL  Model

120VAC

SLN-FX

120VAC

SLN-20ASLN

120VAC120VAC

SL-V

120VAC

SL-IV

120VAC

SL-20A

120VAC

SL

Dimensions 3”H X 3”W X 2”D
7.6 CM X 7.6 CM X 5.1 CM

6.5”H X 3”W X 2”D
7.6 CM X 7.6 CM X 5.1 CM

5”H X 3.5”W X 2”D
12.5 CM X 8.9 CM X 5.1 CM

2.5”H X 13”W X 1.5”D
6.4 CM X 33 CM X 3.8 CM

3”H X 2”W X 2.78”D
7.6 CM X 5.1 CM X 7.1 CM

6.5”H X 3”W X 2”D
7.6 CM X 7.6 CM X 5.1 CM

3”H X 2”W X 2.78”D
7.6 CM X 5.1 CM X 7.1 CM

* Voltage protection level
determined at 6kV 500A.

** Waveform, location category
and exposure rating per

IEEE/ANSI C62.41-1991.

Features
Direct wall plug-in and cord attach options

Integral telco RJ11 fax machine protection (SLN-FX only)

TVSS status indication

N models incorporate fuse disconnect to load if suppressor self
sacrifices

SLN-20A

SL-V

SLN-FX

1451-011 Rev. A

Warranty Five (5) year unlimited warranty
Ten (10) year manufacturer warranty


